
TP4100 -Re assurance through design and technical innovatio n

The TP4100 leads the way
in the development of
multihead thermal printers. 
l Reflecting the needs of a dynamic market and

capable of operating with up to 14 printheads
simultaneously, it is extremely operator friendly
and combines the benefit of leading edge
technology with exceptional value for money.

l Real time printing with batch count indication.

l Password protected security.

l Each head capable of printing unique
information simultaneously.

l Ideal for stick-pack and sachet packaging machines.

The                     range of on-line thermal
transfer printers provides for intermittent and
continuous motion in-line printing of variable
information, enabling the direct application 
of product specific data directly on to a wide
range of packaging materials.
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Sistemas De Impresi!n Y Etiquetado

TP4100 specifications

Print technology: Direct thermal transfer

Print head (TPH): 12 dots/mm (300 dpi)
TP-4100: 56 mm

Print speed: Adjustable between 30 to 150 mm/sec
Ribbon rewind speed 2000 mm/sec

(maximum adjustable speed)

Print character height: 0.9 to 50 mm

Print orientation: Graphics and barcodes
0ë, 90ë, 180ë and 270ë

Graphics: Box, lines, BMP & TIFF graphic formats

Text: 4 fonts resident (scalable)
4 fonts True Type

external loading (256 Kb
maximum each one)

Barcodes: ADD-on 2 check digits EAN 8
ADD-on 5 check digits EAN 13
Code 39 MSI
Code 128 Code 93
Codebar UPC A
EAN 8 UPC E
EAN 13 UPC ADD on 2
EAN 128 Interlaced 2/5
RSS-14 Variable height and ratio

barcode options

Communication ports: RS-232  Baud rate 1200 to 57600

Test mode: Run system diagnostics

Substrates: All type of substrates compatible 
with thermal transfer

Ribbon specifications: Ribbon core diameter 25 mm
Ribbon length 600 mm (max.)

Print configuration: Print width: 56 mm
Max. print length per head: 40 mm

Total print lenght: 600 mm
Number of prints per head: 6

Max number of heads: 14
Number of film advance: 2 or 3

(more advance options are available - require consu ltation)

Ribbon usage management: Optimisation of ribbon
between prints

Alarms: Film, ribbon and communication alarms

Other characteristics: Real time printing
Batch count indication

User interface: PR-3 handset or PC control option
Windows program and JDS4

Electrical supply: 230V 50Hz 1500W

Temperature: Operating temperature between 
5ëC and 40ëC

All dimensions are in millimetres.

C.Pedro Ponce de Le!n, 4 
Pol. Ind N.o.1 ± 08960  Sant Just Desvern
Tf: +34 93 470 56 00   Fax: +34 93 473 56 21
email: info@betaprint.com An Illinois Tool Works Company.

Authorised Distributor:
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